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Leachate+  
Length options: 100ft/30m to 1000ft/300m

Heron’s Leachate+ Meter has been specifically developed for use in landfills, remediation sites, and other harsh 
environments.  We worked closely with landfill operators to develop a solution that provides accurate level and temperature 
data, in a meter durable enough to withstand the harshest environments.  The Leachate+ Meter features a design that is 
easy to clean, and service in the field. The meter’s detection system uses a shielded plunger to identify leachate levels, while 
eliminating false readings caused by foam or debris.  The included temperature sensor provides temperature readings in 
real-time to help manage the quality of leachate at your site.

Further, the Leachate+ Meter has been paired with our premium Kynar-jacketed, steel core tape for enhanced longevity, and 
temperature profiling up to  135C̊/266°F

Features included with the Leachate+:

• Specialized Probe (IP68)- Shielded 1” (24.5mm) probe 
designed specifically for use in leachate applications and 
pressure/depth rated to 300M/1000FT.  Built to be easy-to-
clean and service in the field

• Hi-Vis Electronic Display Module (IP65) –Temperature 
readings can be displayed in degrees Celsius (-45 to 135C̊) 
Fahrenheit (-49 to 266°F), Kelvin (238 to 408°K) or Rankine 
(428 to 734°R) on a high contrast digital LCD display 

• Wide Operating Temperature Range – 45°C to 135C̊/
-49 °F to 266°F

• Audible Indications - Adjustable volume control and 
Silence button

• Premium Kynar-jacketed Steel Tape –  Tape is built from 
high tensile steel, and jacketed with Kynar to provide 
durability and strong resistance to harsh environments

• Tape Guide and Hanger – to support the meter at the 
well head and to protect the tape from sharp 
edges on the well casing

• Padded Carry Case – FREE backpack included
 w/adjustable straps, laptop holder & notepad pouches
 to protect your precision meter from the elements
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